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ABSTRACT

The whole manuscript (including the abstract) should be written in English. The length of the manuscript should be kept within 4 pages. The paper should be typed single-spaced using 10 (or 12) points Times New Roman font. The abstract should give short summary of the paper, stating clearly the new and original contribution of the paper or its relation to the state-of-the-art of the field. Its length should not exceed 10 lines.

Keywords: Give in the order of importance up to 6 keywords most closely describing the paper, e.g.: nonlinear analysis, laser, arrayed waveguide gratings, Fabry-Perot filters.
INTRODUCTION

The Proceedings will be printed from the camera-ready manuscripts prepared by authors and will be copied without reduction in size (i.e. 1:1). Therefore, the submitted manuscript should be prepared strictly according to the guidelines presented in this paper. Nice and perfect look stresses out the essence of the paper and often decides of its success. We strongly encourage authors to spend enough time on the preparation of the final versions of their manuscripts - it will be appreciated not only by the organisers of the Conference but, most importantly, by the readers. The final success of the Conference depends on its contributors and participants.
It should be an enjoyable and fruitful event – the Proceedings are part of it. We, the organisers, want to help you in achieving this goal.

We recommend preparing the paper in text editor (preferably MS Word or OpenOffice) and sending electronic version via email to ICTON Organising Committee on the following address: icton@itl.waw.pl. 

Alternatively you may print the manuscript using either a laser, bubble (ink) jet printer with good resolution - 600 dpi (dots per inch) or higher, but 300 dpi might be sufficient for some laser black and white printers. Use single sheets of good quality, white, A4 (297 mm x 210 mm) paper. Print only on one side in black and white - we regret that we can not accept colour printouts but it is believed that the elegance and quality is possible also in black and white.

PAPER LAYOUT

The text of the manuscript should be typed within the area of 247 mm x 160 mm. On the standard A4 paper it is equivalent to the following margins (please do not type or write on them):

· top and bottom margins – 25 mm,

· left and right margins – 15 mm,

· binding margin – 20 mm.
Do not print page numbers on the front (text) side of the paper, but number all the pages in light pencil
on the back side of each page indicating also your name.

The title of the paper is to be typed centred on the top of the first page using 16 points bold font in lower case with capital initial letters of nouns, verbs and adjectives. Names of the authors, typed in bold, should be centred on the second (and next) line(s) after the title leaving one line blank. Please use superscript characters to reference names to proper authors’ affiliations, which are to be typed left justified leaving one line blank after authors’ names. Give also, if available, phone and fax numbers and e-mail address of the corresponding author
(not necessarily the first author, e.g. the second name in our example).

If the work reported in the paper has been supported by a grant or funds from a project it should be clearly stated at the bottom of the first page.

SECTIONS

The paper should be divided into sections, each with a heading (section’s title) describing the content of the section. The headings should be typed left-justified in bold capitals with 1.5 line blank spacing before and 0.5 line blank spacing after the heading. The opening section is an ABSTRACT and it is not numbered. Next sections are numbered using Arabic numerals starting from an INTRODUCTION and ending with CONCLUSIONS.

Subsections

Sections may be divided, if necessary, into subsections, each with a suitable subheading numbered successively within the section. The subheadings should be typed left-justified in bold lower case with initial capitals and with 1 line blank spacing before and 0.5 line blank spacing after the subheading. Further division
of the subsections into smaller units is not recommended, so try to avoid it unless you are convinced that it necessary for the clarity of your paper (in that case use proper numbered sub-subheadings to distinguish sub-subsections).

Equations

Equations should be placed within the text leaving blank lines before and after the equation. They should be centred and numbered successively with arabic numerals (minor non-referenced expressions might be not numbered). The equation’s number should be positioned in parentheses right justified at the main (base) line
of the equation.
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Variables should be set in italics while functions, standard quantities, constants, and numerals, e.g.: sin, e, j, d,
1, 2, etc. should be set in romans. Lower-case letters should be used to indicate time variables in contrast
to capital letters used for frequency domain variables. Vectors and matrices should be indicated by bold romans or bold italics, e.g. a or a for vectors and A or A for matrices.

Figures and tables

All figures and tables should be numbered (Fig. 1, Fig. 2,..., Table 1,...) and always referred to in the text. Preferably they should be located in a proper place within the text, but the placement at the end of the paper is also acceptable.

Table 1. Example of table [1].

	Parameter
	Symbol
	Value
	Unit

	number of channels
	N
	60
	–

	modulation index (for one channel)
	m
	4.0
	%

	span between channels
	Δf
	8
	MHz

	frequency of the first channel
	f0
	100
	MHz

	transmitter output power
	P0
	8
	mW


Figures should be clear and be finished high-quality artworks. Lettering should be large enough to be readily legible.
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Figure 1. Example of figure [2].

Cross referencing

Refer to equations by their numbers in parentheses or, equivalently, write out the word equation (do not abbreviate) and the number, i.e. ( equation (1), not eq. (1) or eqn. (1). Refer to sections using lower case letters, e.g. (section 3.1). Figures should be referred to in the abbreviated form Fig. (but use Figure when starting a sentence), e.g. Fig. 1, while referring to table requires the form Table, e.g. Table 1.

References in the text should be numbered sequentially in the order in which they appear. Place their numbers in square brackets, for example [3]. Note the different formats for listing books and journals in the bibliography. If more than three authors are to be listed for a paper you might, at your discretion, give the name of the first author and use the phrase et al., for example: M.W. Madea, et al.: The effect of four-wave....[3]. Some sample references in a bibliography will follow in the last section of this paper [1]-[4].

IEEE COPYRIGHT TRANSFER FORM
The IEEE is the Copyright holder of ICTON 2005 Proceedings. Therefore, submissions exceeding 1 page should be accompanied by the IEEE Copyright Transfer Form.

The forms are available at  http://www.ieee.org/about/documentation/copyright/cfrmlink.htm .
Please fax signed form to +48 22 5128 347, or send it by post to:

Marian Marciniak, ICTON Organising Committee Chairman

National Institute of Telecommunications, 1 Szachowa Street, 04-894 Warsaw, Poland

CONCLUSIONS

Properly prepared camera-ready manuscripts will be included in the ICTON proceedings after their acceptance by the Scientific Committee of the Conference.

ACKNOWLEDGEMENTS

Acknowledgements (if any) should appear as a separate non-numbered section just before the list of references.

REFERENCES

[1] M. Jaworski, M. Marciniak: Long distance analog CATV link utilizing non-zero dispersion-shifted fiber,
in Proc. ICTON 2000, Gdansk, Poland, June 2000, paper TuP5.

[2] A.G. Nerukh, I.V. Scherbatko, M. Marciniak: Reflection and transmission of a light on a dielectric boundary in a time domain, in Proc. ICTON 2000, Gdansk, Poland, June 2000, paper TuA2.

[3] M.W. Madea, et al.: The effect of four-wave mixing in fibres on optical frequency-division multiplexed systems, J. Lightwave Technol., vol. 8. pp. 1402-1408, Sept. 1990.

[4] R.G. Smith, S.D. Personick: Reciver design rof optical fiber communications systems, in Semiconductor Device for Optical Communication, H. Kressel, Ed., New York: Springer-Verlag, 1980.

Based on the Instructions for Preparing Camera-ready Manuscripts....  by Marek Faber, Warsaw University of Technology, IES.

((((((((((((((((((((((
The work reported in this paper was supported in part by the grant KBN 0123/P4/99/07 and in part by the funds from the Ministry of National Education  - project MEN 04/99.


_1176707780.unknown

